
Proposed Changes to NYSRC Rules for Verification Testing of Resource Capacity 
 
Current NYSRC Measurement  Proposed Revision NYISO Comment 
   
CM-1 
 
The NYISO shall establish and maintain 
procedures for resource capacity data 
verification testing or demonstration for 
all equipment utilized for providing 
installed capacity and reactive power 
capacity to the NYCA. 
 
The data to be provided to the NYISO 
shall include resource net dependable 
capacity for all resources that are 
participating in the NYISO installed 
capacity market, and reactive power 
capacity for all resources that are 
voltage support ancillary service 
providers.    The procedures shall 
include requirements for resource 
providers to provide to the NYISO the 
net MW at the time of the DMNC test, 
and the net MW and net MVAr 
quantities taken simultaneously at the 
time of the reactive power capability 
test. These reactive power tests shall 
be undertaken for both leading and 
lagging reactive power operation.  The 
resource capacity data shall include the 

 
 
This data should be provided to the 
NYISO on a seasonal basis and shall 
include the resource’s gross real 
power, net real power, and auxiliary 
load real power for all resources that 
are participating in the NYISO installed 
capacity market.  For resources that 
are voltage support ancillary service 
providers, the resource providers shall 
provide gross reactive power, net 
reactive power, and auxiliary load 
reactive power for lagging and leading 
reactive power capability at the same 
time as the DMNC test. 
 
 

 
 
Section 3.1.2 of NPCC A-13 provides for 
verification of only gross or only net real 
power, if the Area determines the 
difference is insignificant for Bulk Power 
System reliability analysis.  NYISO 
verifies only net real power values. 
 
Section 3.1.1 of NPCC A-14 provides for 
verification of suppliers’ reactive power 
test values from only one season, if the 
Area determines that is sufficient for Bulk 
Power System reliability analysis.  NYISO 
verifies only summer values. 
 
Section 3.1.2 of NPCC A-14 provides for 
verification of only gross or only net 
reactive power, if the Area determines the 
difference is insignificant for Bulk Power 
System reliability analysis.  NYISO 
verifies only gross reactive power values. 
 
 



actual test date(s) for each generator. 
 

The NYISO shall provide dependable 
net capacity and reactive power 
capacity data to the operating function 
of the Transmission Owner that the 
resource connects to, within 60 
calendar days following the close of 
the capability period. Documentation of 
the NYISO procedures and verification 
results shall be provided to the NYSRC 
upon request.  
 
   
CM-3 
 
Generation equipment owners shall 
annually perform tests for all 
generators that are voltage support 
ancillary service providers to verify the 
reactive power capacity of their 
generators and report test results to 
the NYISO, in accordance with NYISO 
procedures and schedules as required 
in Measurement C-M1. 

 
 
Generation equipment owners shall 
seasonally perform tests for all 
generators that are voltage support 
ancillary service providers to verify the 
reactive power capacity of their 
generators and report test results to 
the NYISO, in accordance with NYISO 
procedures and schedules as required 
in Measurement C-M1. 

 
 
Section 3.1.1 of NPCC A-14 provides for 
verification of suppliers’ reactive power 
test values from only one season, if the 
Area determines that is sufficient for Bulk 
Power System reliability analysis.  NYISO 
verifies only summer values. 
 

 


